Terko

Discovering Medical Innovation

TK-EK20

3-Channel Digital Electrocardiograph

Features:

» 5.3" color LCD display

* 12-lead ECG synchronous collection technology

+ Complete patient information system for easy review

* Auto analysis and diagnosis for routine ECG parameters

* Advanced digital filters to avoid waveform distortion

* Max 1000 ECG waveform printing with built-in battery

+ PC workstation is available, supportA4 paper printing(Optional)
+ OEM/ ODM projects welcome
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Touch Mode

Specification:
Safety Standard
Acquisition Mode
Input Circuit

Time Constant
Frequency Response
Sensitivity

Input Impedance
Input Circuit Current
Calibration Voltage
Voltage Tolerance
Noise Level

Anti Baseline Drift
Filter

CMRR

Patient Current Leakage
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Quick Input

IEC Class | type CF

12-lead ECG synchronous acquisition

Floating, protection against defibrillator

> 3.2s

0.05-150Hz

5, 10, 20, 40 mm/mV

> 50MQ

¢ 0.1pA

TmV3%

+500mV

¢ 15uVp-p

Automatic

Drift Filter: 0.05Hz - 1Hz

HUM Filter: 50Hz, 60Hz

EMG Filter: 25Hz - 45Hz
100dB with AC Filter

< 10pA

Convenient Setting

Unlimited Stora

Standard Accessory
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Limb Electrode

Optional
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TK-EK20PRO (5.6" color)
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Chest Electrode

Printing Paper
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High resolution thermal printer
Paper: 112mm (width) roll paper
Paper Speed: 25, 50mm/s (+3%)
Paper Thick: 7-level

ECG-PC Workstation

Recorder

AC 110-230V, 50/60Hz

ZONENSEPPLY Bulit-in lithium battery (11.1V, 3800mAh)

Dimension 360(L)x250(W)x68(H) mm

N.W./G.W. 1.75KG / 4.45KG

The catalogue is for reference only and subjects to changes without notice.

Tenko Medical System Corp
999 Vanderbilt Beach Road Suite 200 Naples Florida 34108
Phone: 239-325-3385, 954-302-3052, Fax: 239-325-5005
Web: www.tenkomedical.com E-Mail: sales@tenkomedical.com




	PRO-ECG03Ga
	PRO-ECG03Gb



