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Terko

Discovering Medical Innovation

TK-7062C Automatic Loading Ambulance Cot

Description
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The TenKo TK-7060C ambulance Cot can also be converted into a chair and the angle of

the stretcher can be adjusted to multiple settings. This stretcher is suitable to transfer patients
in a limited space, like an elevator, narrow hallway etc. The stretcher comes with a vehicle
locking device that makes it easy to install in transport vehicles.

The stretcher is made of durable aluminum alloy materials and stainless steel. These anti-
corrosion materials provide safety and make sterilization and cleaning very easy.

With the growing cost for specialized transportation and healthcare..

Shipping Carton Includes:

* User manual

* Stretcher assembly

* Orange foam pad (large)

* Orange foam pad (small)

« Straps to secure patient on stretcher (2 straps)
* Outer bolt (M10 x 25) (2 pieces)

* Inner bolt (M10 x 40) (6 pieces)

* Inner bolt (M10) (2 pieces)

* Plate washer (10) (8 pieces)

* Plate washer (6) (6 pieces)

* Vehicle installation forward fixture
* Vehicle installation rear fixture

Features:

+ Automatic loading stretcher is easy to operate

« Stretcher can be locked in transport vehicle using
brackets included

* Can be used as ambulance stretcher
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to Latin A ica since 1993.

Specifications:

* Product size (LxWxH)

* High Position: 76.38"x22.4"x40.94”

* Low Position: 78.74”x22.04"x16.53”

* Packing size(LxWxH): 78.74"x24.40"x17.71”
* Loading hight 27.55"

+ Estimated net weight: 101.41 Ibs

* Estimated gross weight: 110.23 Ibs

* Load bearing weight: 551.15 Ibs

Operation Guidelines:

+ Patient must be strapped to stretcher with provided
safety belts when stretcher is in motion.

« Stretcher should never be turned upside down for
storage.

« If stretcher is transported in a vehicle, the stretcher
must be locked down when vehicle is in motion.

* A minimum of two people should be used to move,
and load stretcher when the patient is transported. One
person should push the stretcher from the rear while the
other guides the stretcher from the front. Two people
will also be required to load the stretcher with patient
into a motorized transport vehicle.





